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See General Information for Control Panels and Assemblies for Use in Hazardous Locations

SIRIO SISTEMI ELETTRONICI SPA E345536
VIA DEL LAZZERETTO 92
59100 PRATO, PO ITALY

Class I, Groups A, B, C and D.

Purged and Pressurized (Type X) Control Panels. May provide intrinsically safe circuit extensions for use in Class I, Groups A, B, C, and D; Class
II, Groups E, F, and G.

Class I, Groups B, C, and D.

Explosion-proof Control Panels. May provide intrinsically safe circuit extensions for use in Class I, Groups A, B, C, and D; Class II, Groups E, F, and
G.

Class I, Division 2, Groups A, B, C, and D.

Purged and Pressurized (Type Z) Control Panels. May provide intrinsically safe circuit extensions for use in Class I, Groups A, B, C, and D; Class
II, Groups E, F, and G.

Division 2 Control Panels.Class I, Division 2, Groups B, C and D.

Industrial Control Panels. Pressurised Local Control Panel type 310019.

Last Updated on 2012-04-24

Questions? Print this page Notice of Disclaimer Page Top

© 2012 ULLLC

The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured
under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and covered under UL's Follow-Up
Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide
Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data
(or drawings). 2. The statement "Reprinted from the Online Certifications Directory with permission from UL" must appear adjacent to the extracted
material. In addition, the reprinted material must include a copyright notice in the following format: "© 2012 UL LLC".

1dil 27/04/2012 15.54



